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Pin mill    
      

   
 
 
 
 
 

 

*depending on seed, moisture, grinding degree, application, fat content  

 Pin mill 
 

Throughput/h: up to 440 lb // 200 kg/h* 

Engine power: 7.5 hp 5.5 kW 

Voltages: 230/480 V | 3-ph | 60Hz 

Speed (rpm): 5800/8700 1/min. 

Grinding degree: < 150 µm <100 mesh 

Weight: approx. 330 lb // 150 kg 

Dimension (LxBxH): 
1100 x 600 x 1200 mm 
43.3 x 23.6 x 47.25 in 

Application: 

Production of flour/meal from press cake of: 
Almonds, Amaranth, Apricot kernels, Argan, Avocado kernels, Baobab, 
Black cumin, Black soldier fly larvae, Borage, Brazil nut, Camellia, Cashew,   
Cherry pits, Chia, Cocoa beans, Coffee beans, Copra/Coconut, Coriander, 
Corn germ, Cotton seeds, Crickets, Currant, Elderberry seeds, Evening 
primrose, Fenugreek, Gold of Pleasure, Grape seeds, Hazelnut, Hemp, 
Jatropha, Jojoba, Lemon seeds, Linseed, Lupines, Macadamia nuts, Melon 
seeds, Milk thistle, Moringa, Mustard, Neem, Niger seed, Nutmeg, Palm 
kernels, Passion fruit, Peach kernels, Peanuts, Pepper seed, Plum kernels, 
Pomegranate, Poppy seeds, Pumpkin seeds, Prickly pear seeds, 
Rapeseed, Raspberry seeds, Rose hip seeds, Sacha Inchi, Safflower, Sea 
buckthorn, Sesame, Shea, Soybeans, Strawberry kernels, Sunflower, 
Walnuts, others on request. 

Scope of delivery: 

• Pin mill in 1.4301 incl. motor 

• Motor protection integrated in the machine (0/1-emergency stop) 

• Electric connection cable (ready to plug-in) 

Optional equipment: 

• Speed control 

• Dosing tank for dosing into the pin mill 

• Cyclone separator 

• Water cooling 

Price: Furnished upon request 
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