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Oil press 

KK200 F Universal 
   
      

   
 
 
 
 
 
 
 
 
 
 

 KK200 F Universal  
 

Seed capacity: up to 200 kg/h* -- 440 lb/h* 

Engine power: 9,2 kW—12.3 hp 

Speed (rpm): 15-70 1/min. 

Voltage – Standard model: 400V-3phase 

Voltage – Special version: 230V-1ph; 230V-3ph; 460/480V-3ph 

Dimension (LxBxH): 
1870 x 500 x 1260 mm 
73.62 x 19.68 x 49.61 

Weight: 470 kg – 1036 lb 

Application: 

Mainly for seeds with an oil content from 6-50%: 
Amaranth**, Apricot kernels, Avocado kernels, Baobab, Black cumin, 
Borage**, Camellia, Cherry pits, Chia, Coffee beans, Copra/Coconut, 
Coriander, Corn germ, Cotton seed, Currant seed, Elderberry seeds, 
Evening primrose**, Fenugreek, Gold of Pleasure, Grape seeds, 
Jatropha, Jojoba, Lemon kernels, Linseed, Lupines, Melon kernels, Milk 
thistle, Moringa, Mustard, Neem, Niger seed, Palm kernels (peeled), 
Passion fruit, Peach kernels, Peanut, Pepper kernels**, Plum kernels, 
Pomegranate seeds, Poppy seed, Prickly pear, Pumpkin seeds 
(unpeeled), Rapeseed, Rose hip seeds, Sacha Inchi, Safflower, Sea 
buckthorn seeds**, Sesame (unpeeled), Soybeans, Sunflower seeds 
(unpeeled), Strawberry kernels**, others on request. 

Scope of delivery: 

• Oil press with stainless steel hopper (equipped with sieve bars, 
different screws and cones depending on seed, variable press gap 
adjustment)  

• Electrical control cabinet (equipped with 0/1-switch, connection 
cable, emergency off switch, off button, on button, reverse mode, 
CEKON-plug, frequency converter and speed control) 

• Pressing tools (consisting of 1 hammer wrench)                    

Optional equipment: Special equipment for different seeds 

Price: Prices furnished upon request 

*depending on seed squeezed 
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